5100117-50
OCT, 2010

Main Unit Quick Start Software CD Power Adapter Power Cord USB Connection
Guide Cable

Wireless USB
*k To download this Dongle for PC ? 3
lin oth — .
Eﬁgﬂ;?f visei[ & The package contents are subject to change
Lumens website — without notice.
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Connection

Computer

V¥ Connect to a Computer
Using Wireless Dongle

V¥ Connect to a Computer
Using RJ-45 cable

Computer Computer

Lumens’

*k Please activate your warranty at www.lumens.com.tw/reg

** Please visit our website www.lumens.com.tw/goto.htm to
download latest version of Software, Multilingual User
Manual and Quick Start Guide.

Charge unit for 3 hours.

Install Ladibug™, please refer to opposite page 5. Software Installation.
(** NOTE : Please be sure to install the Ladibug™ from the DC-A11 CD. )
Install Wireless LAN Utility please refer to opposite page 5. Software Installation.

Switch Power ON.

Select the DC-A11 wireless network using Dongle or internal wireless connection.

Double-click the [ Ladibug ] (@) icon.

Mouse over the [ Ladibug ] @ icon and choose upper left button to view
live image.
Place document or object to be displayed under the camera.
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Click [ AUTO TUNE ] %} to optimize the image.

*k For detailed operation instructions of DC120, please refer to DC120 user manual.
*k For detailed menu and functions of DC-A11, please refer to DC-A11 user manual.




Lumens
V System requirements

V¥ Setup utility - Auto connection
Windows XP Windows Vista / Windows 7 1. Power ON
:hcﬁzgq;fy‘? 26 Grizandabovel - Min ﬁZ:qofy“ ng‘igzz_bits)/ZGB(G Lbis) 2. Press the WPS buttons on DC-A11 and the dongle.
* Support Direct x9 » Direct X 9 Compatible (No priority is required. However, you should click the
* Resolution: 1024x768 * Min Resolution: 1024x768 .
« 100MB Min Disc Space - 100MB Min Disc Space button within 30 seconds.)
* Windows XP SP2 and above

*k To ensure successful installation, please complete each of the following steps.

*k Please check www.lumens.com.tw/goto.htm website for software updates.

*k The MAC Operation System is supported for a USB cable connection directly to a DC120

and not yet supported for a wireless connection. 6.3. The connection will start when the following window pops up. The

connection will complete when the window closes.

Wi-Fi Protectsd Setup - PBC method
v InSta" LadlbugTM Wi-Fi Protected Setup - PBC method
1. Insert the software CD into your Computer. If there is mare then one AP on the PEC mode, there will be
2. The software installation program will Fdiiags e
automatically launch. Please select Status : AP Sitesurvey ..
[ InSta" Ladlbug ] to begin inSta"ation. Complate: [HENNNNNNENNENNEE RN
3. Please read instructions, then press [ Next ]. Q. ,
4.Press [ Yes ] to create a Ladibug™ o | [ Pueh Button Confia (5C)_ |

shortcut on your desktop.
5. Continue to install the

6.4. Double click the icon 322, of Wireless LAN Utility.

[ Lumens Wireless DC1 ]. o
6. Click [ NO ], then press [ Finish ] to S i T b )
cancel the restart of the computer. B s Prarme -
:Status: Associatecr StatUS: ASSOC|ated
[ NOTE : Please restart the computer only ™ 5523 T ops o 150 Mops

Type: Infrastructure

when the installation of Wireless LAN
Utility is being completed.

Encryption: MNone

REALTEK 11n USE Wireless LAN Driver and Tility SSID: DC-A11

signal Strenathe I RNRNNNNANRNNNNRNRNRNRNRNRNANY oc-.

InztallShield Wizard Complete Link Quality: [||||||||||||||||||||||||||||||1 100%

The InzstallShield Wizard has successfullp installed REALTEE
11n USE Wirglezs LAM Driver and Utility, Befare pou can use
the program, you must restart your computer.

Vinstall Wireless LAN Utility
1. Please select [ Wireless LAN Utility ] to
begin installation.

2. Select Language.

Metwoark Address:
MAC Address:  1C:4E:D6: 7R AD:80
B N IP Address: 0.0.0.0
Subret Mask: 0.0.0.0
Gateway:

) Mo, | will restart my computer later,

Femove any dizks from their drives, and then click Finish to < ¥

3. Please read instructions, then press [ Next ]. R S b e
4. Please click the [ Finish ] button then B Car W
reboot the system. 9 _________ *NOTE : Manual configuration is required if multiple Wireless FLYER units are operating
ok {[_Finsh_Ji[ Can within range of your PC. Please refer to Chapter 4 Installation and Connections

of DC-A11 user manual .




